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Place, date

Cfl -s1

< 5 ppm

E1 

DS

 ≤ 2kV (antistatic)

< 0.075 W/mK (not suitable for 

underfloor heating)
Thermal conductivity 

Electrical behaviour

Pentachlorphenol content

Formaldehyde emissions

Slipperiness

SignatureName

NPD

NPD

Impermeability to water

The performance of this product matches the declared performance. Only the aforesaid manufacturer is responsible for producing the performance declaration in line with the (EU) 

Ordinance 305/2011.  Signed on behalf of the manufacturer and in the manufacturer's name:

Stability with respect to fire behaviour

Notified bod(ies):

EN 14041:2004/AC:2006

European technical assessment:

Harmonised standard:

DECLARATION OF PERFORMANCE
DOP  22-JS-001

22-JS-001

Unique code of the product type:

Purpose intended by the manufacturer or purpose envisaged for the product based on the applicable harmonised, technical specification:

For use as a floor covering in buildings based on the manufacturer's specification

System or systems for evaluating and investigating the performance of the product in accordance with Appendix V:

system 3

J. Sonic Services Inc., Montreal, QC H4R E1, Canada

Fire behaviour

EPH GmbH, Dresden, code 0766

PerformanceBasic features

Declared performance:

Notified bod(ies):

not applicable

European assessment document:

Technical assessment body:

not applicable not applicable

not applicable

Type, batch or serial number

For use as a floor covering in buildings based on the manufacturer's specification

Name, registered trade name or registered trademark and contact address for the manufacturer in accordance with Article 11, Paragraph 5:

Montreal,March 2023 HAWA DOUMBIA


